Terms of Reference for the purchase of survey prisms

	#
	Parameters of the requirements for purchased goods, works, and services (the subject of purchase)
	Survey prism is round measuring over long distances. 
Diameter 62 mm
Accuracy 0. arcseconds.
Operating Temperature: -40°C to +65°C
Compatibility: Compatible with all robotic and manual total stations by Leica Geosystems
Reflector Constant: +17.5 mm
Sealed unit with built-in humidity filter
Measurements range from 2500m to 3500 m.
M8 male thread


	1
	Name
	Monitoring prism (control prism) round
Shelf ID: 09.00.021
Total quantity per order: 900pcs


	2
	Place of delivery of goods, provision of services/performance of work
	Balykchy town, Naryn highway, 9, Balykchy Marshalling Yard.

	3
	Terms (periods) of delivery of goods, provision of services, performance of work
	
Delivery time is 30 working days from the date of signing the service contract.

	4
	Order (sequence, stages) of work performance
	
Not applicable

	5
	Requirements for goods supplied, work performed, services rendered
	The goods supplied must be new, not previously used. The equipment must be similar (in terms of technical characteristics and functionality) to the Leica GPR 112 model or its equivalent. 

	6
	Procedure for Delivery and Acceptance of Goods, Services, Work Results
	Supplier:
- shipment of goods with accompanying documentation.
Customer:
- reconciliation of goods with the invoice.
- identification of discrepancies.
- signature of the invoice.
- submission of documents to the accountant for entry into the accounting system.

	7
	Requirements for the transfer of technical and other documents to the Customer upon completion and delivery of work
	Technical documentation of manufacturers, certificates, technical passports, documents certifying the quality of materials, products and equipment used in production.

	8
	Warranty
	In case of detection of a defect or discrepancy between the parameters of the provided goods, the Supplier is obliged to replace or return the money.


	9
	Test batch
	If a supplier who has not previously delivered this type of product to KGC successfully passes the selection process, the buyer reserves the right to initiate procurement for the delivery of a pilot (test) batch of the product. 

The volume of the test delivery is defined as one hundred (100) units. After the test samples have either passed or failed the inspection, the buyer shall provide an appropriate document confirming the suitability or unsuitability of the product for production. 

Product testing will be conducted at the Kumtor mine’s pits and waste dumps. 

The price of the test batch must not exceed the price stated in the commercial offer.



