Terms of Reference for the purchase of monitoring prisms

	Item №

	Requirement parameters for goods, works, services to be purchased (subject of the purchase)
	Monitoring prism (control prism), round. 
Diameter: 62 mm.
Accuracy: up to ±2 angular seconds.
Operating range: up to 2,500 m. 
Operating temperature: -40 °C to +65 °C.
Universal thread: M20.
Compatibility: robotic and manual Leica Geosystems total stations.
Sealed.

	1

	Name
	Monitoring prism (control prism), round.
Stock number: 09.00.019.
Total quantity for order: 600 pcs.

	2

	Delivery location
	Balykchy Marshalling Yard, 9 Naryn highway, Balykchy, Kyrgyz Republic.

	3

	Delivery deadline
	Delivery period: ___ business days from the date of signing the Service Agreement.

	4

	Procedure (sequence, stages) of works
	Not applicable.

	5

	Requirements for goods, services and works to be delivered
	The Goods supplied shall be new and not previously used. The equipment shall be similar (in terms of technical characteristics and functionality) to CST OMNI OPTIKAL PRODUST INC/.

	6
	Completion and acceptance procedure
	Supplier:
- shipment of the Goods with accompanying documentation.
- verification of the authority of the person responsible for the Goods.
- in case of defects: acceptance of a Defect Report from the Client and replacement of defective Goods.
Client:
- verification of the Goods against the delivery note.
- identification of discrepancies.
- signing the delivery note.
- submission of documents to the accountant for entry into the accounting system.

	7

	Requirements for the submission of technical and related documentation to the Client upon completion and delivery of the work
	Technical documentation from manufacturing companies, certificates, technical passports, documents certifying the quality of materials, products, and equipment used in production.

	8

	Warranty obligations
	In the event of a defect or non-conformity of the supplied Goods, the Supplier shall replace the Goods or refund the payment.

	9

	Pilot (test) batch
	If the Supplier who has not previously supplied this type of products to KGC successfully passes the selection process, the Purchaser shall have the right to initiate a purchase for the supply of a pilot (test) batch of products.

The volume of the pilot (test) batch shall be determined. After the test samples of the products have passed or failed the test, the Purchaser shall provide an appropriate document on the test results, confirming the suitability or unsuitability of the products for production.
Products shall be tested in the Kumtor Mine pits and waste dumps.
The price of the test batch shall not exceed the price specified in the Commercial Proposal.



