	
Terms of Reference for the purchase of Konecranes Control Pro Monitoring and Protection Units

	Item №
	Requirement parameters for the goods to be purchased
	Specific requirements for goods, work, and services

	1
	Name/type/quantity/volumes/measure unit
	Konecranes Control Pro Monitoring and Protection Unit (CID-Display). Photo: Appendix 1. Device type: Hoist Monitoring Unit (HMU) / Control Pro. Quantity: 2 units. 
· 1 for crane: XL708N51LDC434BB00 Model, 30/5 tons, S/N 272868.
· 2 for crane: XL504N0GDA614B000 Model, 10 tons (no AUX hoist), S/N 273051.
Manufacturer: Konecranes.
Order: KO452DGA5448 LACHINE.

	2
	Delivery deadline
	Delivery deadline shall be specified after the Supplier has been selected.

	3
	Requirements for goods, services and work to be delivered
	The units shall be fully compatible with the existing crane control systems and comply with the following requirements:
· Functionality: Safe Working Period (SWP) monitoring, start counter, overload control, engine overheating protection, brake condition monitoring.
· Display interface: LED panel with 8 indicators (SWP, Run Time, Starts, Overloads, Temp, Load, Brake, Ready).
· Schematic designation: A-A1.1. 
The units will be operated at an altitude of > 4,000 m above sea level.

	4
	Requirements for the submission of technical and other documents to the Client. 
	The Supplier shall provide the Client with product passport, warranty certificate, factory test report.

	5
	Warranty obligations
	Warranty period: at least 12 months from the date of delivery, including free elimination of manufacturing defects. Possibility of extending the warranty up to 24 months upon agreement with the Supplier.
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